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A series of hydrogenated diamondlike carbon films grown using plasma-enhanced chemical-vapor deposi-
tion is systematically studied as a function of source gas composition using transmission electron microscopy.
The structure of the films is examined at three distinct length scales. Both plan-view and cross-sectional studies
are undertaken to reveal any large-scale inhomogeneities or anisotropy in the films. The degree of medium-
range order in the films is measured by performing fluctuation electron microscopy on the plan-view and
cross-sectional specimens. Electron-energy-loss spectroscopy is employed to measure the mass density and
sp2 :sp3 carbon bonding ratios of the samples. Thus, inhomogeneity as a function of depth in the film is
revealed by the measurements of the short- and medium-range orders in the two different sample geometries.
Soft, low-density diamondlike carbon films with low coefficients of friction are found to be more homogeneous
as a function of depth in the film and possess reduced medium-range order in the surface layer. We find that
these properties are promoted by employing a high hydrogen content methane and hydrogen admixture as the
growth ambient. In contrast, harder, denser films with higher coefficients of friction possess a distinct surface
layer with a relatively elevated level of carbon sp3 bonding and a higher degree of medium-range order. The
structure of the films is examined in the light of the energetics of the growth process. It appears that a high flux
of penetrating hydrogen ions modifies the surface layer containing the remnant damage from the carbon ions,
homogenizing it and contributing to a lowering of the coefficient of friction.
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I. INTRODUCTION

Hydrogenated diamondlike carbon �DLC� films are often
characterized by single measurements of the sp2 :sp3 carbon
bonding ratio1 and hydrogen content2 using large volume
probes. While these quantities have been used to explain the
felicitous mechanical and optical properties of such films,
they do not take into account any possible inhomogeneity or
anisotropy. Indeed, both inhomogeneity and anisotropy are
detected in two distinct length regimes in DLC films. At the
level of microstructure, such deposited films have often been
found with distinct layers of different density, reflective of
the energetics of the deposition process itself.3–6 In the same
length regime, graphitic structural units have been found to
align their c axes with the plane of the film to relieve com-
pressive stress.4,6–8 At the scale of 1–3 nm, in the realm of
medium-range order,9 recent fluctuation electron microscopy
�FEM� measurements suggest that both hydrogen-free and
hydrogenated DLC films contain “clusters” with either a gra-
phitic or diamondlike character.10,11 FEM is sensitive to the

three-body and four-body correlation functions in the
material,12,13 and hence, such clusters may be interpreted as
“regions of correlated structure”14 as distinct from micro- or
even nanocrystallites. The presence of such clusters cannot
be detected unambiguously by standard high-resolution
transmission electron microscopy techniques.15 Raman spec-
troscopy on DLC films has also suggested that clustering of
the sp2 bonded carbon atoms may be used to distinguish
between different DLCs.16 However, it should be noted that
the clusters observed in FEM are not simply related to the
graphitic structural units or clusters that give rise to the
changes in magnitude and shifts of the D and G peaks in the
Raman spectrum of DLC films.4,16–18 Intensive computer
modeling of both the FEM and Raman results using large
atomic models accompanied by exacting experiments would
be required to make such an identification.

The presence of clusters in DLC films as detected by the
FEM studies gives rise to an interesting possibility. Two
films may possess the same ratio of sp2 :sp3 carbon bonding
but have completely different medium-range orders due to
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different populations of graphitic and diamondlike �mostly
sp2 and sp3 bonded, respectively� clusters. In addition, the
graphitic and diamondlike clusters may have different sizes
and “crystallinities,” that is, how closely the local structure
approaches a crystalline one. Variations in inhomogeneity at
this medium-range of 1–3 nm may influence the mechanical
and tribological properties of the film such as the hardness
and coefficient of friction.

Here, we investigate the structures of a set of DLC films
made by plasma enhanced chemical-vapor deposition
�PECVD� using transmission electron microscopy �TEM�
techniques. Specifically, we measure the ratio of sp2 :sp3 car-
bon bonding and the mass density using electron-energy-loss
spectroscopy �EELS� and the degree of medium-range order
using FEM. The sp2 :sp3 carbon bonding ratio is indicative
of the short-range ordering of the sample, while medium-
range order at the level of 1–3 nm is uncovered using FEM.
Larger-scale inhomogeneities and anisotropy are probed
through the preparation of both plan-view and cross-
sectional TEM samples. We examine different volumes of
the films in two mutually perpendicular orientations. Thus,
we determine film structure at three very different length
scales. This approach has been designed to investigate depar-
tures from an entirely homogeneous film that occur specifi-
cally in DLC films grown using PECVD. In-plane stresses in
these films give rise to one axis for anisotropy which is the
plane of the film.4 The energetics of the growth process
seems to indicate that one common type of large-scale inho-
mogeneity is manifested, a difference between the surface
layer and the bulk of the film.4

The hydrogenated DLC films that were studied demon-
strate strikingly low friction properties and have been
dubbed near-frictionless carbon �NFC�.11 The tribology, hy-
drogen content, and absolute carbon bonding ratios of the
NFCs have been reported previously.11,19,20 The films were
made using PECVD with a methane and hydrogen or acety-
lene atmosphere. The source gas compositions for the differ-
ent films in the set and their measured properties are sum-
marized in Table I. The coefficient of friction was measured
in a dry inert gas atmosphere, and it was discovered that a
higher proportion of hydrogen in the source gas imparts su-
perior friction properties onto the resulting film. Specifically,
NFC6 possesses the lowest coefficient of friction, with an
exceptionally low value of 0.001.11,20 The mechanical hard-
ness of the films demonstrates a similar trend with greater
absolute proportions of hydrogen in the source gas, resulting
in a lowered hardness.21 The hydrogen contents of NFC2,
NFC6, and NFC7 were measured using hydrogen forward

scattering �HFS� and were found to be the same within their
errors.11,20 The proportion of hydrogen was significant at
40 at. %. Raman spectroscopy was also performed on the
films grown using methane environments, and it was found
that the parameters extracted from the UV Raman spectra did
not vary with source gas composition.11 The similarity of the
Raman spectra and the small variation in hydrogen content
of these films would seem to indicate that their structures are
almost identical. Such a conclusion is at odds with the
widely variant mechanical and tribological properties that the
films exhibit. The intensive TEM study reported in this work
scrutinizes the structures of the films at three levels and
makes significant progress toward resolving these apparent
inconsistencies. Moreover, the role of the ion species in the
plasma in determining the long- and medium-range homoge-
neities of the film and the subsequent mechanical and tribo-
logical properties is strongly articulated by this work.

This paper is organized in the following manner. In Sec.
II, we review the techniques of EELS and FEM. EELS and
FEM in the TEM have very different spatial resolutions, and
we discuss how we resolve this disparity to allow a mean-
ingful comparison of the structural information gained via
each technique. Our low-density films also pose particular
problems for their study with FEM. In this same section, we
describe and address these issues in relation to thickness ef-
fects in the magnitude of the FEM data. The volume of the
film that is sampled by each technique is explicitly calculated
to allow insight into the DLC growth processes. In Sec. III,
we present the measurements of mass density, carbon bond-
ing ratio, and degree of medium-range order. The insights
afforded by these measurements into the energetics of the
deposition process and the mechanical and tribological prop-
erties of the films are detailed in Sec. IV.

II. EXPERIMENT

A. TEM sample geometry

Atomic bonding information can be obtained at high spa-
tial resolution using EELS and scanning transmission elec-
tron microscopy �STEM� with a small probe size. This high
spatial resolution has been used to study sp2 bonded
0.4–1.3 nm thick surface layers in highly tetrahedral DLC
films.3,6 In amorphous materials, the EELS signal is gener-
ated within the cone defined by the electron beam as it
broadens through the thickness of the TEM sample. This
broadening is the final limitation on spatial resolution. FEM
is a statistical technique that probes fluctuations in the struc-
ture of amorphous materials, and so large areas must be
sampled by necessity. In this work, the FEM consists of us-
ing tilted dark-field imaging22,23 to probe structural fluctua-
tions. Other FEM techniques employ hollow cone dark
field12 or nanodiffraction in STEM.24 These last two tech-
niques are conjugate to one another and amount to a rota-
tional averaging of the tilted dark-field technique.9 In this
experiment, each dark-field image corresponds to 240
�240 nm2 in area, and so nanometer resolution is far from
obtainable. With this in mind, the changes in medium-range
order as a function of depth in the film were examined by
preparing both cross-sectional and plan-view samples of the

TABLE I. Summary of NFC growth parameters and properties
�Refs. 11, 19, and 20�.

Sample
Source gas

composition
Coefficient
of friction

Hardness
�GPa�

Hydrogen
content �at. %�

NFC6 25%CH4:75%H2 0.0010 14.0 39±3.9

NFC2 50%CH4:50%H2 0.0040 15.7 39±3.9

NFC7 100%CH4 0.0140 20.8 45±4.5

NFC10 100%C2H2 0.27 30.1
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films. The film thickness of �1 �m permitted two nonover-
lapping FEM measurements to be made in the cross-
sectional specimens so that any large-scale differences in
medium-range order in the bulk could be observed. The FEM
measurement of the plan-view specimens sampled the top-
most layers and could discern the presence of a surface layer
with different medium-range ordering. Additionally, our ex-
amination of film structure using FEM in two perpendicular
orientations will be sensitive to the slightest anisotropy in the
material. The mass density and carbon sp2 :sp3 bonding ra-
tios were measured using EELS on the same set of samples.
As these measurements were designed to complement the
FEM measurements, modest spatial resolution was consid-
ered adequate. A schematic illustrating the sample geom-
etries is shown in Fig. 1. The regions probed by FEM and
EELS are indicated by a dotted bounding box. In the follow-
ing experimental sections, the exact volumes of the films that
are sampled by each technique will be calculated explicitly.

B. Specimen preparation

The DLC films were prepared by PECVD at Argonne
National Laboratory using a self-bias voltage of −500 V and
a chamber pressure of �10 mTorr. The deposition procedure
has been outlined previously11,20 and will not be enlarged
upon further here except to note that the deposited films
consisted of an approximately 1 �m thick DLC layer depos-
ited onto a �100 nm thick Si bond layer previously depos-

ited onto a clean �100� Si substrate. Plan-view samples were
prepared by mechanical thinning from the back side with a
dimple grinder to a thickness of �10 �m and then ion mill-
ing in a Gatan precision ion polishing system �PIPS� using
3 kV Ar+ ions. A thin piece of Mylar was employed to pro-
tect the front surface from redeposition of material during
ion milling. The ion beams were directed at a glancing angle
onto the back side of the sample to minimize beam damage
and preserve the surface volume of the film. Prior to prepa-
ration as cross sections, a thin gold marking layer was evapo-
rated onto the surface of the films. Two pieces of sample
were then glued together face to face. The gold layer ensured
that the DLC remained distinct from the glue in the TEM.
These cross-sectional samples were mechanically thinned
into a wedge using a Southbay polisher and then ion milled
in the PIPS from both sides using 3 kV Ar+ ions directed at
a glancing angle. Times in the ion mill were short at approxi-
mately 20 min. Ion milling was chosen as the method for
specimen preparation for these films as they are impervious
to both acidic and basic solutions, withstanding up to 40 h in
an HF bath.25,26

C. EELS

Parallel electron-energy-loss spectroscopy was performed
in a Philips CM30T operating at 100 keV using a Gatan 666
parallel electron-energy-loss �PEEL� spectrometer. PEEL
spectra were recorded in diffraction mode using convergence
and collection semiangles of 3 and 5 mrad, respectively. A
crushed and dispersed graphitized carbon sample was used as
the 100% sp2 reference sample. Both the low-loss and car-
bon K-edge spectra were recorded from each area using ac-
quisition times of 0.05 and 15 s, respectively. A representa-
tive electron-energy-loss �EEL� spectrum is shown in Fig. 2.
The features in this spectrum are typical of low-density hy-
drogenated DLCs.27 In the low-loss spectrum, there is the
plasmon peak at approximately 22–23 eV and in the core

FIG. 1. Plan-view �top� and cross-sectional �bottom� sample ge-
ometries. FEM and EELS measurements probe the medium- and
short-range orders, respectively, while preparation of the comple-
mentary specimen geometries allows different volumes and orien-
tations to be studied by each technique. In the plan-view case, the
topmost layer is sampled parallel to the direction of growth. For the
cross-sectional samples, the film thickness allowed two FEM mea-
surements to be made perpendicular to the growth direction. The
measurement volumes in each case are indicated with a dotted
bounding box.

FIG. 2. A typical EEL spectrum from the DLC films studied in
this investigation. The low-loss region displays the zero-loss peak
and the first plasmon peak at �22 eV. The core loss region of the
spectrum �shown stripped� contains the peak due to the 1s→�*

transition at 285 eV and the extended region due to the 1s→�*

transitions beginning at 290 eV. The mass density and sp2 :sp3 car-
bon bonding ratio were extracted from such spectra as described in
the text.
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loss region a peak at 285 eV due to transitions from the filled
1s level to the empty � orbitals and a broader feature due to
transitions from the 1s level to the empty � orbitals.

After removal of the zero-loss peak, the position of the
plasmon peak was used to calculate the mass density of the
films according to

Ep = �� nee
2

�0m*�1/2

, �1�

derived assuming a “quasifree” electron model for the va-
lence electrons.28 Ep is the plasmon energy, � is the reduced
Planck constant, ne is the valence electron density, e is the
electron charge, �0 is the dielectric function of free space,
and m* is the effective mass of the electron. The valence
electron density is calculated assuming that carbon contrib-
utes four valence electrons and hydrogen one valence elec-
tron. The atomic fractions of carbon and hydrogen were es-
timated from the HFS data.11 These parameters are not
available for NFC10, and so a value of 40 at. % was used for
the atomic fraction of hydrogen in this case. The value for
the effective mass of the electron was estimated as 0.7m,
where m is the mass of a free electron. This value is appro-
priate for hydrogenated DLC films with such a high propor-
tion of hydrogen.27 The refractive index at zero frequency
n�0� may be used to obtain a better estimate for m*.27 Such
measurements have not yet been undertaken for these films.

The carbon K-edge region of the spectrum was treated
with a background removal and a deconvolution with the
low-loss spectrum to remove multiple scattering. The ratios
of sp2 :sp3 carbon bonding in the samples were determined
using the integrated counts in the 1s→�* peak, N�*, normal-
ized to the total number of counts in the 1s→�* and 1s
→�* regions of the spectrum, N�* +N�*, together with the
same quantity from the 100% sp2 sample.27 The procedure is
summarized by

%sp2 =

� N�*

N�* + N�*
�

sam

� N�*

N�* + N�*
�

ref

� 100. �2�

The integration windows used for the 1s→�* and the
1s→�* regions of the spectra were 283–287 and
283–303 eV, respectively. Some authors employ the areas of
two Gaussians to calculate the relative contributions of the
1s→�* transition and the 1s→�* transition.29,30 Since there
appears to be no clear preference for this approach, we have
chosen instead to use the integrated counts.

The energy-loss near-edge structure �ELNES� of the
graphite carbon K-edge changes as a function of crystal ori-
entation relative to the incident beam direction. These
changes depend also on the convergence and collection semi-
angles. The selection of electrons that have undergone a cer-
tain momentum exchange by the angular constraints of the
microscope conditions alters the cross section for the 1s
→�* transition relative to the cross section for the 1s→�*

transition. Theoretical modeling of the situation has led to
the identification of “magic angle” measurement conditions

which minimize or remove the angular dependence of the
ELNES of graphite.31–35 However, there is significant differ-
ence of opinion in these works about what constitutes the
magic angle conditions with both experiments and theories
diverging by a factor of 2. Our angular conditions for the
EELS measurement of the ratios of sp2 :sp3 carbon bonding
do not correspond to the magic angle conditions that are
prescribed. Given the lack of agreement about the correct
conditions, we elected to sample many randomly oriented
particles of graphite and obtain an orientational average of
the carbon K edge of graphite in this way rather than em-
ploying magic angle conditions.36

The thickness of the regions probed using EELS may be
determined using an estimated value of the inelastic mean
free path of the electrons of 110 nm.28 The thickness relative
to the inelastic mean free path of the electrons was extracted
from the low-loss spectra and it was found that the regions
probed were 30–50 nm thick. Regarding the plan-view
samples, this meant that the measured region was the top-
most 30–50 nm of the films plus any adsorbed layer. In the
case of the cross-sectional samples, measurements were
taken in many different positions relative to the interface
with the Si substrate. No difference was seen between the
values as a function of film depth, and so these measure-
ments are reported as an average. As explained earlier, we
preferred to determine spatially averaged properties, and so a
probe size of about 40 nm was used.

D. FEM

FEM was used to measure the degree of medium-range
order in the samples. Tilted dark-field images were acquired
on an automated system installed on a JEOL JEM-4000EXII.
The images were treated with a Wiener filter prior to the
calculation of the normalized intensity variance.10,11 The in-
tensity variance �var� of the images as a function of the tilt
vector k �nm−1� supplies a statistical measure of the pair-pair
atomic correlation functions or medium-range order in the
samples.37 The interpretation of the features and magnitude
of the var�k� plots is not straightforward. Unlike the average
scattered intensity seen in diffraction patterns, the var�k�
plots may not be directly inverted to obtain the correlation
functions and additionally are hard to normalize for volume.
In fact, the magnitude of the variance varies with specimen
thickness in a way that is highly dependent on k.38 This fact
is plain when one examines the FEM plots shown in Fig. 3,
which were obtained from a cross-sectional DLC sample that
possessed uniform regions of different thicknesses. The
thicknesses were calculated using an estimate of the elastic
mean free path of the electrons of 400 nm and by measuring
the normalized bright-field image intensity I / I0.39 An expo-
nential decay of bright-field image intensity with thickness
was assumed as shown in the left ordinate of part �b� of Fig.
3. The error in the thickness determinations was calculated
using the standard deviation of the intensities and was at the
level of 5% of the value.

The specific features of the var�k� plots will be discussed
in more detail later. At this point, it is important to note only
that the magnitude of the variance changes by greater than
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threefold over the span of the thicknesses measured. Figure
4�a� plots the changes to the magnitude of the variance of
certain features of interest in the variance plot as a function
of thickness. These features are the three peaks at 2.7, 5, and
8.5 nm−1 and the troughs between these peaks at 3.3 and
6.2 nm−1. It is clear by examining this plot that the magni-
tude of the variance changes with thickness in a way that is
dependent on k. In particular, the peak magnitudes change
more quickly than the trough magnitudes. This indicates that
a ratio of feature heights will not be constant as the thickness
changes.

The k-dependent variation of the intensity variance with
thickness can be understood in the following way. The pixel-
to-pixel intensity variation in a dark-field image depends
upon the magnification or the area sampled by a pixel and
the volume probed, which is defined by the thickness of the
sample and the microscope resolution employed.23 We shall
assume that the resolution and magnification are kept con-
stant and only the thickness is changed. At small thickness,
the volume probed may or may not contain an ordered clus-
ter oriented such that it reflects either strongly or weakly into
that k, and so the normalized variance is comparatively low.
As the thickness increases, the probability that a cluster is
present in the volume likewise increases, and for a while, the
intensity variance will also increase as it becomes more
probable that a cluster will be within that volume to produce
a scattered intensity at that k which differs extremely from
the average. A maximum in the variance will be reached at a
certain thickness. Subsequent to this point, there will be too
many clusters present in the volume and they will act to

average the scattered intensity at that k, reducing the vari-
ance. Note that this occurs well before multiple scattering
begins to reduce the variance by altering the electron phases
a number of times. The changes to variance with thickness
according to this scheme are illustrated in Fig. 4. Using this
scheme, we can also understand why the changes to the vari-
ance of the peaks occur more quickly with thickness than the
changes to the variance of the troughs. It is because the re-
gions of correlated structure scatter more strongly into these
k. While the shape of this graph is universal, the actual curve
is highly specific to the materials system. Cluster size, crys-
tallinity, and density have impact on the slopes of the two
sections of the curve and the position and height of the vari-
ance maximum.38

Comparing the shape of the plots in Fig. 4�a� with the
hypothetical plot shape generated by our considerations of
the process of contrast production in amorphous materials
shown in part �b� of that figure, we see that only peak 2 and
trough 3 seem to conform to the prediction of having a maxi-
mum in the variance with thickness. This situation is an ar-
tifact that has arisen due to the small scattering powers of the
atomic constituents of these films and the subsequent low
thickness contrast of these specimens. For the thinnest speci-
men area measured, the dark-field images at high incident
beam tilt required extremely long exposure times and the
specimen drift artificially reduced the image variance. Thus,
it seems as though the low thicknesses at which the variance
would initially grow and then peak are not accessible for this
material. The shape of the variance vs thickness plot has

FIG. 3. �a� Variation of var�k� with specimen thickness. The
magnitude of the variance changes with the thickness of the speci-
men in a way that is highly dependent on k. �b� Normalized bright-
field image intensity I / I0 and expectation number for the number of
scattering events �n�, as a function of thickness. At a thickness of
200 nm, the dark-field image of the DLC does not have a large
component due to electrons that have undergone multiple scattering.

FIG. 4. �a� Variation of magnitude of certain features in the
var�k� plot at certain values of k with thickness. Ratios of the sizes
of two features will also change with thickness. �b� Depiction of the
variation of the normalized variance with sample thickness. The
curve shape arises by considering the origin of the contrast in the
dark-field images.
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been confirmed previously both experimentally and theoreti-
cally for amorphous silicon.38 For amorphous silicon, one
data point in thickness below the variance maximum could
be accessed allowing for a reasonable fitting of the graph. On
the basis of this, a mapping procedure was suggested
whereby all FEM data sets from samples of different thick-
nesses could be mapped to the same arbitrary thickness, thus
reducing any errors arising from the thickness effect.38 In our
case, such a procedure is not feasible as we cannot access the
full curve.

Due to these considerations, the FEM measurements per-
formed in this work were done on areas that demonstrated
the same thickness relative to the elastic electron mean free
path. The thickness of the regions probed by FEM was de-
termined to be 200±30 nm.39 While such a thickness is un-
usually large for any TEM study, the low contrast thickness
of these materials meant that a thinner specimen would have
required intolerably long dark-field exposure times. We can
check if the conditions required to interpret the intensity
variance of tilted dark-field images as measures of the pair-
pair atomic correlation functions are still met.37 These are
that the electrons that comprise the image are singly scat-
tered and that the object constitutes a weak phase object
�WPO�. The expectation number for the average number of
scattering events �n� �Ref. 40� was calculated by assuming a
Poisson distribution for the probability of a scattering event
at a particular depth, and a value of 1.25 was obtained for
this thickness. �n� as a function of thickness is displayed on
the right ordinate of Fig. 3�b�. This demonstrates that while
electrons that have undergone multiple elastic-scattering
events do contribute to the images, they do not form the
dominant component. Their presence will act to reduce the
intensity variance as noted above. The conditions for the
WPO approximation can be relaxed for an amorphous mate-
rial due to the fact that the electrostatic potential at a particu-
lar point does not diverge greatly from the average potential.
This is unlike the case for crystalline materials in which the
potential is peaked strongly above atomic columns. So, for
amorphous materials, the zero of potential may be shifted to
the average potential and the WPO approximation almost
always applies for amorphous materials of low atomic
number.41

At least ten different areas of the same nominal thickness
per sample were examined using FEM. The standard error of
the FEM values at each k was used as the error. So, for
the plan-view samples, a surface volume of 240�240
�200 nm3 is probed in the direction of the film normal. For
the cross sections, volumes of the same magnitude were
studied from a vantage point of parallel to the plane of the
film, but either in the top or bottom halves of the films. The
cross-sectional FEM results from the top and bottom halves
of the films did not differ significantly for all the films, and
so, similar to the EELS measurements, the overall average is
displayed.

III. RESULTS

A. EELS: Short-range order

Figure 5 displays �a� the mass density and �b� the sp2

carbon bonding fraction deduced using EELS for each of the
DLC samples. Plan-view samples are denoted with a “pv”
suffix, while cross-sectional samples are denoted with an “x”
suffix. Note that the results are ordered; the amount of hy-
drogen in the source gas decreases from left to right. In these
and the subsequent bar graphs displayed in this paper, the
cross-sectional measurements are outlined with a heavy bor-
der to aid in the interpretation.

Considering first the mass density, some general remarks
may be made. The measured densities are in accord with but
tend to be slightly lower than those measured for other DLC
films made under similar conditions4,17 and with previous
determinations of the mass density of these specific films by
neutron reflectivity.19 As noted above, the density of hydro-
genated DLCs determined using the EELS technique is
highly sensitive to the value of the effective mass m*. Here,
a value of 0.7 was used, which is the minimum appropriate
for polymeric hydrogenated DLC with such a high propor-
tion of hydrogen.16 There is evidence to suggest that the NFC
films, while they contain high proportions of hydrogen, di-
verge significantly in structure and properties from poly-
meric hydrogenated DLCs with comparable amounts of
hydrogen.18 m* for the NFCs could take values in the upper
region of the range 0.7–0.87, with 0.87 being the value for
hydrogen-free amorphous carbon. Values of m* closer to 0.87
would yield a range of densities for the NFCs some 15%
higher, closer in value to other determinations.17,19 As an
additional check, we can use the linear relation between the

FIG. 5. �a� Mass density of the DLC films determined using the
low-loss EELS spectrum. �b� Ratio of carbon sp2 :sp3 bonding de-
duced from the carbon K-edge region of the EELS spectrum. The
amount of hydrogen in the source gas decreases as one goes from
left to right. Cross-sectional measurements are shown with a heavy
black border. These conventions are retained in subsequent bar
graphs. In general, a greater amount of hydrogen in the source gas
encourages less dense DLC films with a higher absolute fraction of
sp2 bonding.
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mass density and the full width at half maximum of the G
peak 	FWHM�G�
 in the UV Raman spectrum, derived for
hydrogenated amorphous carbons with H�20 at. %.18 The
FWHM�G� may be estimated11 as 100–110 cm−1, yielding a
density of 1.36–1.47 g/cm3, corroborating our findings.18

The EELS data indicate a trend in mass density with
source gas composition. A higher absolute proportion of hy-
drogen in the source gas either by using a hydrocarbon that
contains more hydrogen or by the addition of extra hydrogen
gas lowers the mass density. This trend matches the neutron
reflectivity measurements of the bulk of the films. The neu-
tron reflectivity measurements also discovered a much
denser �2–2.5 g/cm3� 30 Å thick surface layer on all of the
films. This surface layer increased in density as the hydrogen
proportion in the source gas increased. The thickness probed
by EELS is 30–50 nm, and so such a layer is not resolved
clearly in the present plan-view measurements. The presence
of a thin high-density surface layer might be expected to give
a 1% increase in the measured plan-view mass density which
is below the sensitivity of our measurement.

Part �b� of Fig. 5 displays the calculated percentage of
carbon sp2 bonding for each of the samples. All of the
samples possess extremely high percentages of sp2 carbon
bonding. This is somewhat surprising for such low-density,
high hydrogen content DLC films.4,27 Generally, such high
hydrogen content DLC films are classed polymeric and have
both a high percentage of sp3 carbon bonding, which is sta-
bilized by the presence of hydrogen, and extremely low mass
densities. The high percentage of sp2 bonding may be further
evidence that these films represent a unique class of highly
hydrogenated, highly graphitic DLC films.18 Indeed, if we
use the correlation between the FWHM�G� and the disper-
sion in the Raman G peak, disp�G�, and then the relation
between disp�G� and the sp3 bonding fraction, we obtain an
estimate for the sp3 fraction of 20%, which is very similar to
that measured here.

There is not much to distinguish between the films in
terms of the measured carbon bonding fractions presented
here. Both the plan-view and cross-sectional specimens of
NFC2 and NFC6 and the cross sections of NFC7 and NFC10
have carbon bonding fractions within the error of each other
with values falling between 84% and 87%. The uncertainty
estimates are the standard errors of approximately ten mea-
surements from each sample. In general, there is a trend for
the plan-view sample to display a lower sp2 bonding fraction
than the cross section. This is most striking in the case of
NFC7 and NFC10. NFC7PV has an sp2 carbon bonding frac-
tion of 81%, while NFC10PV has an sp2 bonding fraction of
an even lower 79%. Near-edge x-ray absorption fine struc-
ture �NEXAFS� measurements using the electron yield were
performed on NFC6 in an earlier experiment,11 determining
the percentage of sp2 carbon bonding to be 69±2%. The
apparent discrepancy with the results presented here can be
attributed to the fact that electron-yield NEXAFS probes
only the top 10 nm of the film11 as opposed to the 30–50 nm
we probe using EELS.

The EELS results can be summarized quite simply. There
is a definite trend toward a lower bulk mass density with
higher absolute proportions of hydrogen in the films. The

films grown in the pure hydrocarbon atmospheres have a
surface layer that possesses a much lower carbon sp2 bond-
ing fraction than the bulk of these films and also the surface
and bulk of the films grown with additional hydrogen.
NFC10, grown in acetylene, whose growth conditions corre-
spond to the lowest absolute proportion of hydrogen in the
source gas, has the surface layer with the lowest carbon sp2

bonding fraction.

B. FEM: Medium-range order

Figure 6 displays the measured normalized intensity vari-
ance as a function of k for �a� the cross-sectional and �b� the
plan-view DLC samples. Three broad peaks are evident in all
the FEM plots, attesting to significant medium-range order in
the specimens. If there is no ordering in the medium range,
then the var�k� graphs generated by FEM are flat and
featureless.13 The first peak at �2.7 nm−1 has been ascribed
to clusters with graphitic local bonding �largely sp2�, while
the features at 5 and 8.5 nm−1 have been associated with
structural units containing local diamondlike ordering
�largely sp3�.10 These interpretations are valid for hydrogen-
free DLCs and can be used to describe these samples, even
though they contain a significant proportion of hydrogen, as
we will now demonstrate.

It has been shown that an analytical expression for the
intensity variance can be readily obtained from the dark-field

FIG. 6. FEM measurements of �a� cross-sectional samples and
�b� plan-view samples of DLC. The magnitude of the variance in-
dicates the relative degrees of medium-range order between the
films. The peak at 2.7 nm−1 is associated with clusters that have
graphitic short-range ordering, and the peaks at 5 and 8.5 nm−1

correspond to clusters with diamondlike structures. Parameters ex-
tracted from the var�k� plots are summarized in the next figure.
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image wave function which consists of the sum of the wave
functions from individual atomic scatterers.9 For an amor-
phous material containing one constituent atom, this results
in an expression for the variance that is weighted by the
atomic scattering factor raised to the power of 4, f4. This
approach can be generalized for an amorphous material con-
taining two constituent atoms, resulting in an expression for
the variance containing mixed sums and weighted by the
appropriate combinations of the atomic scattering factors fA

4 ,
fB

4 , fA
3 fB, fAfB

3 , and fA
2 fB

2 for atoms A and B, respectively. In
the case of the DLCs that are being studied in this work, the
interpretation of the intensity variance may be simplified by
using the fact that the atomic scattering factor for hydrogen
is approximately five times smaller than the atomic scatter-
ing factor for carbon over the angular range that is probed.42

Thus, the FEM will be 625 times more sensitive to the purely
carbon correlations than to hydrogen atomic correlations and
5–125 times more sensitive to the purely carbon correlations
than to mixed atomic correlations. This justifies our interpre-
tation of the features in the FEM plots as due predominantly
to clusters with graphitic or diamondlike local ordering.

As a general rule, the larger the peak magnitude in the
var�k� plot, the higher the degree of medium-range order.
More specifically, the heights and widths of the features vary
depending upon the resolution employed for the experiment,
the size distribution of the clusters, the number of clusters,
and the “crystallinity” of the clusters. Additionally, these
quantities do not act in isolation upon the appearance of the
FEM data. For example, a certain resolution may interact
positively with a certain cluster size to enhance the magni-
tude of the FEM signal at a particular k. When comparing
samples made via a similar process and with similar proper-
ties, it is tempting to assume that the kind of medium-range
order is the same, that is, that the cluster size distribution and
crystallinity are constant. This practice can lead to error. This
is especially the case with a carbon compound as the differ-
ent hybridizations of carbon allow for abrupt changes in
structure and ordering as some parameters of growth or pro-
cessing are changed continuously. An example of this is the
transition from stage 2 to stage 3 in the phenomenological
three-stage model of Ferrari and Robertson.16 This model
describes the transformation of graphite to tetrahedral amor-
phous carbon �ta-C� or highly ta-C by further amorphization
via ion implantation. Equally, it describes the opposite tra-
jectory from ta-C to graphite via ordering processes such as
annealing, but the two trajectories are not equivalent and
some hysteresis exists. As the material passes from stage 2 to
stage 3, it is transformed from amorphous carbon to ta-C.
During this process, the size of the graphitic clusters dimin-
ishes from rings to chains and eventually sp2 dimers. It ap-
pears that the onset of stage 3 is quite abrupt as the curves
describing the position of the Raman G peak and the ratio of
the intensity of the D peak to the intensity of the G peak,
I�D� / I�G�, have discontinuities in their derivatives at this
point. Thus, it would not be accurate to assume that the gra-
phitic clusters possess the same medium-range order across
this boundary.

Given these considerations in our interpretation of the
FEM data, we will refer to graphitic medium-range order and
diamondlike medium-range order as we discuss the differ-

ences between the DLC samples. For example, an increase in
the degree of graphitic medium-range order will indicate that
either the size, number density, or crystallinity of clusters
with graphitic local bonding has increased and make explicit
the fact that these possibilities cannot be distinguished from
the experimental results alone. We will define some param-
eters for ease of comparison. The height of the peaks in the
var�k� plots will be used as a measure of the degree of
medium-range order. The degree of graphitic medium-range
order �DMROg� is defined as the height of the peak at
2.7 nm−1, while the degree of diamondlike medium-range
order �DMROd� is defined as the amplitude of the peak at
5 nm−1. The total degree of medium range order �DMRO� is
the sum of these quantities. The relative proportions of gra-
phitic to diamondlike medium-range orders is given by
DMROg

DMROd
. These parameters are extracted from Fig. 6 and pre-

sented in Fig. 7.
Turning first to the cross-sectional samples, it is clear that

there is a trend with source gas composition with bulk NFC6
possessing the largest overall degree of medium-range order,
and NFC10 the least. Further, NFC2X, NFC7X, and
NFC10X have smaller relative amounts of graphitic
medium-range order as compared to the level of diamondlike
medium-range order. In NFC6X, the opposite is obtained.
From the plan-view measurements, we see that the surface
regions of NFC2 and NFC6 possess much lower DMRO than
both NFC7 and NFC10, in contrast to the measurements
from the bulk where there is a monotonic decline in DMRO
with decreasing proportion of hydrogen in the source gas.

FIG. 7. Summary of parameters extracted from the FEM plots.
�a� Overall degree of medium-range order DMRO. �b� Ratio of the
degree of graphitic medium-range order to the degree of diamond-

like medium-range order,
DMROg

DMROd
. NFC6 and NFC2 possess more

long-range homogeneity than NFC7 and NFC10 as the difference

between the DMRO and
DMROg

DMROd
from the plan-view and cross-

sectional samples is less.
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However, all the films show approximately the same
DMROg

DMROd

in the volumes probed by the plan-view FEM measurements.
We can also examine patterns in film homogeneity from the
parameters extracted from the var�k� plots. For example,
NFC6 and NFC2 have surface layers with a lower DMRO
than their bulk, in contrast to the results for NFC7 and
NFC10. Also, NFC6 and NFC2 seem to possess greater long-
range homogeneity as the differences between DMRO and
DMROg

DMROd
in the plan-view and cross-sectional measurements

are lesser.
We have discussed the changes to the FEM results largely

in terms of changes to the size, crystallinity, and number
density of clusters with particular local bonding configura-
tions. It is possible that an orientation bias of the clusters
may also play a role in the reversals and contrasts that we
detect in the FEM data. For example, graphitic clusters in
as-deposited highly tetrahedral DLC �ta-C� are oriented with
their c axes parallel to the plane of the film if the deposition
is conducted at elevated temperatures. After annealing and
the removal of compressive stresses, the clusters realign their
c axes to be perpendicular to the film plane.4,7,8 Consistent
with these previous observations, we will limit this discus-
sion to possible orientational bias of the clusters with local
graphitic bonding. The strong anisotropy inherent in the gra-
phitic structure coupled to the in-plane stresses of the films
means that anisotropy of the graphitic structural units is
much more likely than anisotropy of the units with local
diamondlike bonding. Examining the FEM results, the only
situation that may be consistent with anisotropy is the change
in the

DMROg

DMROd
parameter from high to low as one goes from

the plan-view measurement to the cross-sectional measure-
ment in the cases of NFC2, NFC7, and NFC10. Closer ex-
amination of this theory demonstrates that anisotropy is
probably not a factor in this trend. The peak at 2.7 nm−1 has
been related to the 0002 reflection in graphite that corre-
sponds to the interplanar spacing of the graphene sheets. If
the higher level of graphitic medium-range order seen in the
plan-view samples of NFC2, NFC7, and NFC10 is due to
anisotropy, then the graphitic clusters would have to be ar-
ranged with their c axes preferentially aligned to the plane of
the film. In plan view, the c axes of the clusters will in each
case be perpendicular to the electron beam, but can be ro-
tated by any amount in the plane normal to the electron
beam. The FEM in this work comprises the collection of
tilted dark-field images with the series of tilts corresponding
to a unidimensional scan of k space. Thus, only a small pro-
portion of the graphitic clusters will be oriented such that
they will scatter into this direction and so contribute to the
FEM measurement. In cross section, the c axes can take any
direction with respect to the electron beam subject to the
constraint that they lie in the plane of the film. Again, a tiny
proportion will be aligned such that they will reflect into the
direction defined by the unidimensional angular scan. The
difference between the number of graphitic clusters favor-
ably aligned in the plan-view and cross-sectional measure-
ments is a fraction of 1% even assuming that there is perfect
alignment of all the clusters. The effect of this difference on
the magnitude of the peak in the var�k� plot at 2.7 nm−1 is
probably not great enough to account for the observed 20%

effect in the data. Thus, we attribute the FEM results here to
changes in size, crystallinity, and number density of clusters
as a function of the volumes probed. We note also that an-
isotropy is not detected in the selected area electron-
diffraction patterns of the cross sections �not shown�. The
existence of anisotropy would result in arcs of greater inten-
sity in the scattered intensity for particular k’s. As-deposited
hydrogenated DLCs generally possess low internal stress in
comparison to hydrogen-free amorphous carbons.43 Thus, the
driving force for the preferential alignment of the graphitic
clusters is largely absent for the set of deposition parameters
used here. A clearer signature of anisotropy would be ob-
tained in the converse case of graphitic clusters aligned with
their c axes to the film normal. In this instance, depending on
the degree of alignment and the direction of the angular scan,
a difference of close to 100% in the proportion of favorably
aligned clusters may be obtained between the cross-sectional
and plan-view orientations.

IV. DISCUSSION

A. Energetics of film growth

The structure and properties of hydrogenated DLC films
depend critically on the growth parameters of the absolute
amount of hydrogen in the source gas and bias voltage.4 We
will consider our results in the light of these parameters.

The absolute proportion of hydrogen in the source gas
dictates film properties in several ways.4 Greater absolute
proportions of hydrogen in the source gas results in larger
amounts of hydrogen incorporated into the subsequent film
in general. This will tend to lower the film density. The pres-
ence of hydrogen also acts to stabilize the sp3 carbon net-
work as the hydrogen saturates the sp3 sites. The inclusion of
hydrogen in the films is moderated by the bias voltage in two
ways. Firstly, ions penetrate the film more deeply as the bias
voltage is increased. These ions can abstract atomic hydro-
gen from C-H bonds.44 The atomic hydrogens combine to
form hydrogen gas molecules that escape the surface. Thus,
as the bias voltage is increased, the final hydrogen content is
decreased. From the HFS measurements of our films, we
know that the hydrogen content is constant within 10% for
the source gas compositions studied. Thus, the effects of net
increases in hydrogen to lower density and allow more sp3

bonding configurations may be secondary in these films.
A second and perhaps more important consideration is

how the bias voltage tunes the energy of the impinging car-
bon ions. The effective energy of the carbon ions in the
plasma is a key quantity in determining exactly how close to
diamond the properties of a DLC film will approach. This
fact is well accounted for by the subplantation model. Cen-
tral to the subplantation model is the idea that a highly sp3

bonded underlayer is formed from the shallow implantation
or subplantation of C+ ions from the plasma. As the film
grows, the less dense surface layer is continually transformed
by subplantation into a denser, sp3-rich under layer, resulting
in a material that possesses some of diamond’s striking prop-
erties. The key parameter in the subplantation model is the
effective energy of the carbon ion, and it has been found that
more diamondlike properties such as hardness, sp3 content,
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high mass density, and large optical gap are promoted when
the carbon ion energy approaches a value of �100 eV.4,45

On either side of this energy, the diamondlike properties di-
minish.

The energy per singly charged carbon ion E /C+ may be
estimated for our deposition parameters and methane and
acetylene atmospheres.4,45 In the pressure regime that we are
operating in, the average ion energy may be approximated by
0.4 of the bias voltage.46,47 At lower operating pressures, the
average ion energy approaches the bias energy as there are
fewer collisions in the plasma. We assume that the carbon
atoms impinge on the surface as methyl radicals in the case
of the methane atmospheres44,48 and as C2Hx

+ ions in the
case of the acetylene atmosphere.45 As they impact the sur-
face, the molecular ions break into their constituents with the
energy being shared proportional to mass. We neglect the
presence of hydrogen to gain an estimate of the effective
energy of the carbon ions as follows:

� E

C+�
�CH4�

� 0.4 � Vb = 200 V, �3�

� E

C+�
�C2H2�

�
1

2
� 0.4 � Vb = 100 V. �4�

Here, Vb is the self-bias voltage. The estimated E /C+ for
acetylene is closer to the optimal value for diamondlike
properties of 100 eV. This explains the tendency of NFC10
toward a higher mass density. It is also consistent with
NFC10 and especially NFC10PV having a lower sp2 carbon
bonding fraction. However, a more complete understanding
of the properties of the films may be obtained by considering
the dual action of the hydrogen ions and the carbon ions. For
example, NFC7X and NFC10X have higher percentages of
sp2 carbon bonding than their respective plan-view samples.
This may be related to modifications wrought by the more
penetrative hydrogen ions to the dense subplanted layer
formed by the carbon ions during film growth. These consid-
erations will be examined in a more quantitative fashion in
the following discussion of the FEM results.

While parameters such as the density and the short-range
order �as indicated by the ratio of carbon bonding� of DLC
films have been discussed widely in the literature in the con-
text of the energetics of the deposition process,4 the medium-
range order has not. There is every indication that bombard-
ment of the growing film by ions present in the plasma may
have a large effect on the medium-range order of the films.
Amorphous silicon �a-Si� produced by keV self-ion-
implantation of the crystalline phase49 shows a large degree
of medium-range order that may be removed via thermal
annealing and structural relaxation.50 The medium-range or-
der has been identified with a “paracrystalline” state that re-
sults from the large undercooling in the center of the thermal
spike associated with a collision cascade. Medium-range or-
der has also been associated with low-energy ion irradiation.
a-Si bombarded by low-energy �20 eV� argon ions during
deposition shows increasingly large degrees of medium-
range order as the ion flux is increased.51,52 The argon ions
are not energetic enough to penetrate the surface, and so, in

this case, the irradiation is thought to enhance the atomic
mobility on the surface, allowing more larger or more struc-
turally ordered “paracrystallites” to form. The “spikes” used
to describe the picosecond dynamics of ion impacts have
predicted the formation of metastable structures in growing
carbon films. Ions with an energy of only 100 eV can cause
temperature spikes of �4000 °C and pressure spikes of
1010 Pa.26,53 The nonequilibrium structures that form in the
spike volume are rapidly quenched with typical spike dura-
tions of order 10−11 s.

The plasmas used to grow the DLC films studied here
contain a mixture of carbon and hydrogen ions. The hydro-
gen ion energies can be as low as a few eV for H+ liberated
from impacting CH3

+ and C2Hx
+ ions. There will also be H+

ions with average energies of 0.4Vb=200 eV from the break-
ing of hydrogen, methane, and acetylene gas molecules in
the plasma. We have performed a Monte Carlo simulation
with SRIM �Ref. 54� to simulate the interaction of carbon and
hydrogen ions with the film. These simulations show that for
the 200 and 100 eV carbon ions, the ion ranges, electronic
energy loss, and nuclear interactions are confined to the first
�3 or �2 nm, respectively. The �200 eV hydrogen ions
penetrate much more deeply and interact with the first
�10 nm of the growing film. It is difficult to quantify the
total effect of the ion interactions without having an accurate
estimation of the ion flux; however, some general observa-
tions can be made from the SRIM simulations. The carbon
ions undergo 10–20 times more collision events than the hy-
drogen ions and hence generate more of a collision cascade.
The hydrogen ions, in contrast, lose 70% of their energy
through ionization events. The fact that hydrogen ions inter-
act electronically with the volume that has just hosted the
collision cascades associated with the carbon ions may have
many ramifications for the final structure of the growing
film. This situation is depicted in Fig. 8. The figure shows
film growth at one instant at t1 and another later at t2� t1.
The surface volume that is modified by the shallow carbon
implantation at t1 is further modified by the ionization events
due to the more penetrating hydrogen ions at t2.

Figure 9 summarizes the trends in film structure identified
through the EELS and FEM measurements. The films may
be divided into two rough classes, those grown with a hydro-
gen and hydrocarbon source gas admixture and those grown
in a pure hydrocarbon atmosphere. In the diagram, the films
are viewed in cross section. The dotted line in the films in-
dicates the boundary between the plan-view and cross-
sectional measurements, although we note that the observed
differences could be due to the presence of an extremely thin
surface layer or layers. In the diagram, background shading
deepens with increasing absolute sp3 carbon bonding, while
clusters with local diamondlike and graphitic bondings are
shown by tetrahedra and aromatic rings respectively. Larger
DMRO is indicated by an increase in the size of these, and
differing

DMROg

DMROd
is shown by the respective numbers of clus-

ters, although this is a graphical convenience. As discussed
earlier, increasing DMRO and changes in

DMROg

DMROd
can corre-

spond to a number of things. Films grown with added hydro-
gen gas possess greater long-range homogeneity with differ-
ences between the percentage of sp2 bonding, DMRO, and
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DMROg

DMROd
being much slighter. In contrast to this, films grown in

a pure hydrocarbon source gas have a surface layer with a
greater DMRO and percentage of sp3 bonding and a bulk
with less DMRO and

DMROg

DMROd
. The fact that the percentage of

sp3 bonding is larger in the surface than in the bulk of these
films while

DMROg

DMROd
also increases highlights the intrinsic dif-

ferences between these measurements. EELS is sensitive to
bonding ratios, while FEM is sensitive to regions that have
local graphitic and diamondlike bondings that are also struc-
turally correlated.

We can explain some of these trends by considering the
ion energetics on the structure of the resulting film. The rela-
tively large collision cascades and thermal spikes produced
by the carbon ions and the transient increase in density at the

carbon ion range may produce preferable conditions for sp3

bonding configurations and also relatively ordered clusters.
As the film grows, the more penetrating hydrogen ions lose
energy to ionization events as they traverse the layer modi-
fied by the carbon cascades; this may act to destroy some of
the sp3 bonding and DMRO. NFC6 and NFC2, grown with
added hydrogen gas in the source gas, may be exposed to a
greater flux of hydrogen ions, giving rise to greater long-
range homogeneity and reduced DMRO in the surface. The
increase in DMRO in the bulk of these films is an intriguing
feature, given that hydrogen ions are thought to have a ho-
mogenizing effect. This may be related to the high flux of
hydrogen ions that results in the overlapping of the small
collision cascades associated with their end of range.

Another factor which has yet to be considered is the
chemical action of hydrogen at all depths it attains and the
effect that this has on medium-range order. Hydrogen is ex-
tremely effective at abstracting bonded hydrogen.44 Hydro-
gen ions with a large proportion of the bias energy modify
structure to 10 nm. Atomic hydrogen and low-energy hydro-
gen ions liberated during the impact of hydrocarbon radicals
interact with the surface and the first few nanometers of the
film.4 These two depth regimes for hydrogen penetration
give rise to distinct zones in the growing film: a chemical
zone at the surface and an ion zone at the depth that the
hydrogen ions may penetrate to.55 The abstraction of hydro-
gen from deeper in the film by the higher-energy hydrogen
ions creates dangling bonds allowing for structural modifica-
tions to occur. Such modifications may increase the medium-
range order in the bulk of NFC6 and NFC2 relative to the
surfaces of these films. Hydrogen could also increase the
overall degrees of freedom of the structure through the hy-
drogenation of sp2 bonded carbon. Saturated sp2 bonds lack
rotational freedom which has a constraining influence on the
structure. The hydrogenation of a few of these bonds would
increase the degrees of freedom of the structure and could
have a significant effect on the medium-range order in the
material. Greater spatial resolution in the FEM measure-
ments may allow for the complex and synergistic effects of
ion and chemical interactions with the growing DLC films to
be investigated further. However, as noted earlier, FEM is a
statistical measurement, and so attaining the spatial resolu-
tion required to do this may be prohibited by the very nature
of the technique. Using STEM and nanodiffraction as means
of statistically sampling the structure of the DLC film in
cross section may allow the changes to medium-range order
to be obtained with higher resolution.

B. Mechanical and tribological properties

The TEM studies presented here provide considerable in-
sight into how the structure of these films relates to their
observed mechanical properties. Table I summarized film
properties, showing that increasing hydrogen in the source
gas provides a film that is less hard and has a lower coeffi-
cient of friction. The EELS measurements demonstrate that
the harder films are denser and possess a surface layer with a
higher proportion of sp3 carbon bonding. A high coefficient
of friction is also correlated with these highly sp3 bonded

FIG. 8. Schematic illustrating the interactions of the ions from
the plasma with the growing DLC film. The volume affected by
carbon ion cascades at time t1 undergoes further modifications at
time t2� t1 due to the predominantly electronic energy loss of the
more deeply penetrating hydrogen ions.

FIG. 9. The two broad classes of NFC films that are defined by
the structural study presented in this paper. The plan-view measure-
ment volume is indicated by a dotted line in the cross-sectional
schematics. Deepening shading represents increasing sp3 bonding
fractions. Clusters with diamondlike local bonding are shown with
tetrahedra, while clusters with graphitic local boding are indicated
by aromatic rings. Increasing cluster size represents increasing

DMRO, while
DMROg

DMROd
is represented by the numbers of clusters.
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surface layers. The presence of � bonds at the surface may
play a role in the increased coefficient of friction for these
films. Covalent bonding to dangling � bonds represents the
strongest interaction in carbon-based materials and accord-
ingly can increase the coefficient of friction a great deal.43 It
has been thought that hydrogenation can compensate for this
somewhat, as the hydrogen saturates dangling � bonds.43 In
this case, bulk hydrogenation seems not to be the key as all
the films measured by HFS possess the same hydrogen con-
tent. Moreover, it seems unlikely that the heightened propor-
tion of sp3 carbon bonding in the surface layer is the only
reason for a high coefficient of friction as the increase in the
percentage of sp3 carbon bonding is only 4%–6%.

FEM measurements demonstrate that there are significant
differences in the medium-range orders of the films. The
softer, less dense films are more homogeneous in the long
range, possessing less distinctions between the surface layer
and the bulk. The surface layers of these films also have a
lesser DMRO. In contrast, the films grown in pure hydrocar-
bon atmospheres have surface layers with much larger de-
grees of medium-range order than their bulk. Such ordering
in the medium range might contribute to their high coeffi-
cients of friction. The inherent smoothness of DLC films is
known to reduce frictional forces.43,56 Such smoothness is
achievable due to the amorphous nature of the material.
However, as we see here, there can be large differences in
the structure of amorphous materials in the medium range.
Such inhomogeneity in the medium range may contribute a
great deal to the coefficient of friction, which is, after all, a
parameter that summarizes interactions at many scales, from
those between individual atoms to those between the much
larger surface features that constitute roughness. In this case,
granularity at the 1–3 nm length scale might play a role in
determining the friction properties of the films.

C. Raman spectroscopy

We can begin exploring the relationship between the fea-
tures seen in the Raman spectrum of these DLC films and the
FEM results presented here. UV Raman spectroscopy was
performed on the films grown in the methane and methane
and hydrogen gas admixtures.11 As the fraction of hydrogen
in the source gas increases, very few changes are apparent in
the UV Raman spectrum. Both the G peak position
�1595 cm−1� and the intensity of the D peak relative to the
intensity of the G peak stay the same. The high G peak
position and the presence of the D peak indicate that sp2

bonded carbon is present in disordered rings. The fact that
the Raman results indicate little variation between the films
in contrast to the FEM results is perhaps not surprising for

two reasons. Firstly, Raman spectroscopy probes the whole
thickness of the film and averages the signal over any dis-
tinct layers that may exist. Secondly, Raman spectroscopy
and FEM will have different sensitivities, even though they
are both sensitive to clustering, and as discussed earlier,
comparison of the two is not straightforward. A recent article
categorizes hydrogenated DLCs according to their structure
and properties and correlates these to their multiwavelength
Raman spectra.18 In that work, the NFCs are found to be
unique in that they possess both a high hydrogen content and
a ringlike sp2 configuration. This unusual combination is
found optimal for friction properties. Correspondences be-
tween that work and the FEM results presented here will be
explored in a future work. Indeed, the current work high-
lights the need for a systematic study comparing the results
from Raman spectroscopy and FEM on DLC films.

V. CONCLUSIONS

The FEM and EELS measurements on these films dem-
onstrate that many subtle growth processes contribute to the
eventual structure and properties of a hydrogenated DLC
film. It appears that homogeneity at all scales is found in
films with low coefficients of friction. The films with the
highest friction coefficients possessed a very distinct layered
structure with discernable differences between both the local
bonding and the medium-range order of the surface volume
compared to the bulk of the film. The surface layers of these
films had slightly elevated levels of sp3 carbon bonding and
were also more structured in the medium range. Greater ho-
mogeneity in the films with low coefficients of friction was
related to the action of the increased flux of hydrogen ions in
the plasma. The passage of hydrogen ions through the sur-
face layer damaged by the less penetrative carbon ions dur-
ing film growth relaxes the regions of more highly correlated
structure. A more precise knowledge of the populations of
ions in the plasma and their fluxes and energies might illu-
minate this effect further. A general challenge in the charac-
terization of medium-range ordering in DLC films is to ex-
plore the correspondence between the sensitivities of Raman
spectroscopy and FEM.
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